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SURFACE SWITCH IP66 1 GANG 2P 20A 1 WAY M100 250V AC SMALL

NLSW120SCatalogue No:

· Slip resistant switch with integrated over moulded ribs with 
raised center for easy operation

· Looping terminal available on all 2 way switches
· TPE Injected membrane and gasket for increased ingress 

protection of IP66
· Stainless steel cover screws standard for increased corrosion 

protection
· Colour Grey RAL7035 UV resistant Polycarbonate material for 

extended life in outdoor applications
· Easy to use back box with generic mounting holes and cable 

entries
·  Supplied standard with earthing tunnel connector and conduit 

reducers
· Fully tested and approved to AS/NZS3133 including Certificate 

of Approval and M-rating

Representative Photo Only
(actual product may vary based on configuration selections)

Weatherproof Surface Switch 1 Gang 2 pole 1 way 20A 250V AC 
IP66 - Small

SPECIFICATIONS

Un, Nominal Operational Voltage, AC

In, Rated Current

Number of Gangs

Switching Poles

250 V AC

20 A

1 qty

2P qty poles

REFERENCES

Installation Guide: -

User Manual: -

Manufacturer Datasheet: -

Manufacturer Catalogue
& Product Selection:

-

Supplier Declaration of
Conformity:

-

IECEx Certificate -
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